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QUALITY ELECTRIC INC.

Lanyard Inspection Form

Manufacturer: Asset #:
Model: Company: Quality Electric
Descrlptlcci)n: Name of Inspector:
Serial: Signature:
Lot: Date of Inspection:
Date of Manufacture: In Service Date:
- SINGLE LEG LANYARD
5 b
|l |2 3 [
WEBBING Connectors T
Broken, Missing, or Loose Stitching I-w )
Termination (stitch or splice or swage) ¢ Termination I
Webbing Length \ /
: Shock Absorber {
Culs \
Burns ! l
Lobel
Holes !
Deterioration Webbing : ‘
Paint Damage Cable
SHOCK PACK |
Inteqrity of Cover S
Signs of Deployment ' DOUBLE LEG LANYARD
Signs of Damage - ’4 ’
CONNECTORS & D-RINGS ‘i’ ,\k Connectors \ L; /
Function of Connector Locking Gate y B “‘{; Torminalion \
Body of Hook or Rivets -

Corrosion

Pitting
Nicks

4
\
: $
LABELS & MARKINGS : \ g
Legible Label \‘; Webbing
Appropriate ANSI/CSA/OSHA Markings

Date of First Use

Label

Notes:
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Month

Inspector

Date of Inspection

Pass or Fail

January

February

March

April

May

June

July

August

September

October

November

December

Notes:
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